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Features 
• IP65 Rated, suitable for Damp Locations.

• True 360° light output.  Filament technology successfully duplicates the “sparkle” of traditional lighting,
particularly when diffused by crystal.

• Available in Warm White and new Antique White (even Warmer).  Color is maintained, regardless whether at
100% or fully dimmed low, smooth even dimming.

• Full-range dimming, from 100% down to a glow.

• Highest quality "Sapphire" substrate LED filament technology for clear and accurate color and bulb longevity.

• IC Controller for excellent compatibility with most dimmers and systems.

• Super efficient 110 lumens per Watt—90% less energy than Traditional Lighting

• UL Listed with Silicon Polymer safety base ring for secure socket fit "every time", Non-toxic & Non-flammable .

• 5 year Warranty under normal conditions. NO Mercury or Hazardous materials, 100% recyclable.
ENERGY STAR certified!

4 watt 
Sconces, Pendants, High 

Ceilings 

Soft White 
Option where less 
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Traditional 
Lighting 

Equivalent 
Item 
No. 

Input 
Voltage 

Input 
Power Base CCT Lumens CRI R9 Dimming 

Case 
Quantity Lens Rated Life 

25,000 hours 

TL5029 120V 4W E12 2700K 440lm 83 26 Yes 24 Clear 

TL5032 120V 4W E12 2700K 420lm 83 26 Yes 24 Soft White 40W 25,000 hours 

Superior Function 
Shades hang where they should and 

are well lit.  Unlike other LED’s, these 
bulbs produce no shadows or dark 
areas. 

Flame Tip 
1 1/4" Diameter x 4 3/16" High

(32mm x 106mm) 




