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LED Lighting 

Bulb 
Item 
No. 

Input 
Voltage 

Input 
Power Base CCT Lumens CRI R9 Dimming 

Case 
Quantity Lens Rated Life 

TL5040 120V 4W E26 2700K 420lm 83 26 Yes 12 Clear 

G16.5 TL5041 120V 4W E26 2200K 400lm 83 26 Yes 12 Clear 

TL5042 120V 4W E26 2700K 420lm 83 26 Yes 12 Clear 
G25 

TL5044 120V 4W E26 2700K 400lm 83 26 Yes 12 Frosted 

TL5047 120V 4W E26 2700K 420lm 83 26 Yes 12 Clear 
G40 

TL5048 120V 4W E26 2200K 400lm 83 26 Yes 12 Clear 

25,000 hours 

G16.5
1-3/4” Diameter x 2-3/4” High

(45mm x 70mm) 

Features 
• IP65 Rated, suitable for Damp Locations.
• Super efficient 110 lumens per watt, 90% less energy needed than traditional lighting.
• Highest quality "Sapphire" substrate LED filament technology creates truer more pure colors and longevity of each bulb.
• True 360° omnidirectional – Same as Traditional Lighting with smooth, even Full-range dimming.
• UL Listed with Silicon Polymer safety base ring (E12) for secure socket fit"every time", Non-toxic and Non-flammable.
• 5 year Warranty under normal conditions. NO Mercury or Hazardous materials, 100% recyclable. ENERGY STAR!

G25 
3-3/8" Diameter x 4-1/2" High

      (86mm x  114mm)

G40 
4-7/8” Diameter x 6-7/8” High
           (125mm x 175mm) 

TL5045 120V 4W E12 2700K 420lm 83 26 Yes 12 Clear




