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Prestige™ Thin Series
Die-Cast Exit Sign

Ideal for applications requiring attractive, thin-profile, die-cast aluminum
signage, superior illumination and low energy consumption.
The THIN exit provides a sleek, thin architectural profile, which allows for an alternative to the
traditional die-cast exit. The THIN exit is ideal for today's contemporary applications, where
style and design is needed.

NEW!

Outline and Dimensions
Dimensions are approximate and subject to change.

Standard Features
• Easy to install
• Two popular finishes (see below)
• Self-powered models with Nickel-Cadmium battery
• Low power consumption
• Field-selectable, knock-out chevrons
• Universal installation: top-, end- and back-mounting
• UL 924 Damp location listed
• Meets UL 924, NFPA 101, NFPA 70-NEC and OSHA

illumination standards
• Five-year full warranty

Construction

• Die-cast aluminum housing, thin profile
• Clear lacquer, brushed aluminum inhibits fingerprints and other

surface contaminants. Also available with white finish
• Universal directional chevron knockouts are completely concealed

and easily removed from face-plate
• Letters are 6" high with 3/4" stroke and 100 ft. viewing 

distance rating

Electrical

• Dual-voltage input capability 120/277 VAC 
• Self-powered models are provided with test switch, LED pilot light

and rechargeable Nickel-Cadmium battery
• Battery: Sealed, maintenance-free, Nickel-Cadmium battery that

delivers 90 minutes of emergency power on all self-powered models

Installation
Universal mounting – top, back or end. Mounting knockout and hole
plugs are easily removed. Die-cast aluminum canopy is provided
(white canopy with white frame and black canopy with black frame)

Listings
UL Listed. Damp location listing 32°F to 122°F (Ø°C to 50°C). Meets
UL 924, NFPA 101 (Life Safety Code), NFPA 70-NEC and OSHA
illumination standards.

Warranty
Five-year full warranty

BA TXN 1 R
Frame Color/
Face Plate

BA= Black trim/brushed aluminum
WW= White/white

Series
TX= AC only

TXN= Self-powered unit (90 min.)

No. of Faces
1= Single face
2= Double face

Legend Color
R= Red

G= Green

How to Order (example)

Model AC Specs DC Specs

AC-only 120/277 VAC
60Hz Typical 1W Less than 1.5W - -

Self-powered 120/277 VAC
60Hz Typical 1W Less than 1.5W Ni-Cd Battery 90 min

Power Consumption
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